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42" Full HD professional 20pt touchscreen featuring daisy chain support

ProLite TH4265MIS-B1AG is a 42" Full HD, professional and fan-less LED-backlit display. Incorporating the InfraRed 20 point
touch feature along with our supreme AMVA3 panel colour performance, this display offers the optimum performance for a
truly multi-user interactive display experience. The Anti Glare coating is used in professional-grade displays to help avoid
issues with reflections and external light sources affecting colour reproduction, contrast and sharpness. Besides, it features an
ambient light sensor delivering exceptional performance with the added benefit of saving on power. Landscape and Portrait
friendly, the display can be mounted according to the application for true impact in Interactive Digital Signage and with
Protection Glass the display can handle harshest environments from the Classroom to Public Domain Retail installation.

INFRARED

AMVA3 Dotykova technologie - Infrared
AMVAS3 technology offers higher contrast, darker blacks Infracervend technologie vyuziva infracervené
and much better viewing angles than standard TN podsviceni. Dotek je registrovan s velkou pfesnosti, kdyz
technology. The screen will look good no matter what je infraervené svétlo blokovano prstem nebo stylusem.
angle you look at it. Tato technologie se nespoléha na prekryti nebo podklad,

takze je nemozné fyzicky "opotiebovat"
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@ CHARAKTERISTIKA OBRAZU

Uhlopfitka monitoru
Panel

Nativni rozliSeni
Format obrazu

Jas

Jas

Kontrast
Propustnost svétla
Cas rekace

Uhel sledovani
Barevna podpora
Horizontalfrequenz
Vertikalfrequenz
Arbeitsflache H x B
Velikost bodi

Barva ramecku

@ DOTYK

Touchscreen Technologie
Touchpunkte

Metoda dotyku

Touch interface

Podporované 0S

42',106.7cm

AMVAS3 LED, AG potazené sklo

1920 x 1080 (2.1 megapixel Full HD)
16:9

400 cd/m? typicky

350 cd/m? kromé dotekového panelu
3000:1 typicky

88%

6.5ms

horizontalni/vertikdlni: 178°/178°, na parvo/na lefo: 89°/89°, nahoru/dolG: 89°/89°
16.7mln 8bit (6bit + Hi-FRC)

30 - 83KHz

50 - 76Hz

930.24 x 523.26mm, 36.6 x 20.6"
0.4845mm

¢ernd, matna

infrarot

20 (HID, pouze s podporovanymi OS)
stylus, prst, rukavice

USB

VSechny monitory iiyama jsou Plug & Play a kompatibilni s Windows a Linuxem.
Podrobnosti o podporovaném operacnim systému pro dotykové modely naleznete
v instrukénim souboru ovladace, ktery je k dispozici v sekci Stazeni.

@ ROZHRANI / KONEKTORY / OVLADANI

Analogové vstupni porty
Digitalni vstupni porty
Audio input

Ridici vstup monitoru
Analogvé vystupni porty

Digitalni vystupni porty

Audio Out
Ridici vystup monitoru

HDCP

USB ports

@ VLASTNOSTI

Max. provozni doba

VGA x1
Component video x1
RCA video x1

HDMI x3

RCA (L/R) x1
Mini jack x1

RS-232C x1
RJ45 (LAN) x1
IR x1

Component video x1
HDMI x1

RCA (L/R) x1
Reproduktory 2 x 10W

RS-232c¢ x1
IR smycka x1

ano

x2 (v.2.0 media playback)
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Prehrdvani médii
Tloustka skla

Ramecek

@ OBECNE

Jazyky OSD

Nastavitelné parametry

Plug&Play

@ MECHANICKE CASTI

Orientace
Bezventilatorovy design

VESA

@ ZAHRNUTE PRISLUSENSTVI

Kabely
Touch pen
Prirucky

Dalkové ovladani

@ POWER-MANAGEMENT

Napajeci zdroj:
Napajeni

Odbér energie:

@ UDRZITELNOST

Predpisy
Energeticka trida

Jiné
@ ROZMERY / HMOTNOST

Rozméry vyrobku S x V x D
Véha (bez baleni)

EAN code

ano
3mm

metal

EN, DE, FR, IT, RU, JP, CZ, NL, PL

picture (picture settings, advanced colour settings, base colour adjustment,
adaptive contrast, ambient light sensor) sound (balance, advanced sound settings,
HDMI audio, spectrum analyser) applications (media player, schedule, display
wall) setting (language, network settings, control setting, set monitor ID, energy
saving settings, aspect, VGA settings, freeze, blue screen, touch feature, anti
image retention, OSD rotation, OSD info box, IR out, opening logo, information, all

reset)

DDC2B

horizontalni, vertikalni
ano

400 x 400mm

napéjeci, VGA, USB, HDMI
X3
uzivatelsky manudl, instrukce bezpecénosti

ano (véetné baterie)

interni
AC 100 - 240V, 50/60Hz
75W typisch, 0.5W odpocinek, 0.5W vypnuty

CB, CE, TUV-Bauart, CU
B

Dosazeni SVHC nad 0,1% olova

987 x 578 x 74.5mm
24.6kg
4948570115051
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632.5mm/24 9"

iy

—

987.0mm/38.9"

51.5mm/2.0
74 5mm/2.9"

934.0mm/36.8"

290.0mm/11.4"

/20.8"

580.0mm/22.8"

52715

4xM6 SCREW HOLE

~(VESA MOUNT)

| L

Q EVROPSKA ZNACKA ENERGETICKE EFEKTIVITY

Manufacturer

Model

Energeticka tfida

Spotreba energie béhem provozu
Roéni spotfeba energie

Napajeni v pohotovostnim rezimu

Rozliseni

This is information under Regulation (EU) No 1062/2010.*Based on the power

iiyama

ProLite TH4265MIS-B1AG
B

75.3W

110kWh/Jahr*

0.5W odpocinek

1920 x 1080

of the isit ing 4 hours per day for 365 days. The actual energy consumption will depend on how the television is used.

VSechny ochranné znamky jsou registrovany a chranény. Vyhrazené pravo na zmény. Veskeré ploché panely LCD splnuji normu IS0-9241-307:2008 v

oblasti poctu vadnych pixeld.

© IIYAMA CORPORATION. ALL RIGHTS RESERVED
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