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Profesionalni Full HD ekran velikog formata od 43" sa reprodukcijom USB medija

ProLite LE4340S je 43" profesionalni Full HD LED ekran, dizajniran da radi bez ventilatora. Uklju¢ujuéi najnoviju VA tehnologiju,
ekran garantuje sjajan pregled iz svih uglova, veliku osvetljenost i izuzetnu jasnoéu boja. Sirok raspon audio i video ulaza
osigurava kompatibilnost povezivanja sa velikim brojem uredjaja. ProLite LE4340S je spreman za jednostavno montiranje
pomocu zidnog nosaca (VESA standard). Ovaj ekran ¢e odgovarati Sirokom rasponu primena ukljucujuci oglasavanje u javnim
prostorima, maloprodaju, izloZzbene i konferencijske centre, POS / POI, kontrolne sobe i proizvodne prostore.

USB PLAYBACK
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VA matrica USB Playback
Tehnologija VA panela nudi veci kontrast, tamnije crne i Monitor podrzava reprodukciju prezentacija, videa i
mnogo bolje uglove gledanja od standardne TN gotovo bilo koje vrste sadrzaja sacuvanih na USB
tehnologije. Ekran ée izgledati dobro bez obzira pod uredaju ili u unutradnjoj memoriji.

kojim uglom gledate.
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@ KARAKTERISTIKE EKRANA

Dijagonala

Panel

Osnovna rezolucija

Format ekrana

Osvetljenje

Staticki kontrast

Vreme odziva (GTG)

Zona gledanja

Podrzane boje
Horizontalna sinhronizacija
Vidljiva povrsina S x V
Sirina okvira (stranice, vrh, dno)
Razmak piksela

Boja okvra

@ KONEKTORI / KONTROLE

Ulaz analognog signala
Ulaz digitalnog signala
Audio ulaz

Kontrolni ulaz
Audio izlaz

Monitor kontrolni izlaz

HDCP

USB portovi

@ KARAKTERISTIKE

Maksimalno neprekidno radno vreme
Reprodukcija medija

Kuciste (okvir)

@ OPSTE

0SD jezici
Kontrolni tasteri

Korisnicke kontrole

Plug&Play

@ MEHANICKI

43",108cm

VA, haze 2%

1920 x 1080 (2.1 megapixel Full HD)
16:9

350 cd/m?

3000:1

8ms

horizontalno/vertikalno: 178°/178°, desno/levo: 89°/89°, gore/dole: 89°/89°
16.7miliona 8bit

28 -92KHz

940.9 x 529.3mm, 37 x 20.8"

12mm, 12mm, 15mm

0.49mm

crna, sjajna

VGA x1
HDMI x3 (2.0)
Mini konektor x1 (za VGA)

RS-232c x1
RJ45 (LAN) x1
IR x1

RCA (L/R) x1
Zvucnici 2 x T0W

RS-232c x1
IC loop x1

da
x1 (2.0 media playback)

16/7
da

plastika

EN, DE, FR, ES, IT, RU, JP, CZ, NL, PL
Ukljucivanje, Isklju¢ivanje zvuka, Ulaz, +, -, Gore, Dole, Meni

slika (rezim slike, resetovanije, pozadinsko osvetljenje, kontrast, osvetljenost,
nijansa, boja, ostrina, napredno, format i ivice), zvuk (rezim zvuka, resetovanije,
bas, visoki tonovi, audio izlaz, napredni), opsSta podesavanja (jezik, ID monitora,,
ECO rezim, automatska pretraga, sat, zakazivanje, tajmer za spavanje, automatsko
isklju¢ivanje, automatsko podesavanje, pomeranje piksela, podesavanja kontrole,
logo otvaranja, fabricka podesavanja), mrezna podesavanja (pogledajte
podeSavanja mreze, mrezna podesavanja, staticka IP konfiguracija, digitalni mediji
renderer, budenje na LAN-u, naziv mreze)

DDC2B, Mac 0SX
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Orijentacija

Dizajniran bez ventilatora

VESA montiranje

Opseg radne temperature (-°/+°)

Temperatura skladistenja

@ UKLJUCENI DODACI

Kablovi
Upustva

Daljinski upravlja¢

@ UPRAVLJANJE NAPAJANJEM

Napajanje

Potrosnja energije

@ ODRZIVOST

Propisi

Klasa energetske efikasnosti (Regulation (EU)
2017/1369)

REACH SVHC

@ DIMENZIJE / TEZINA

Dimenzije proizvoda $ x V x D
Dimenzije kutije $ x V x D
Tezina (bez kutije)

Tezina (sa kutijom)

EAN kod

pejzaz

da

400 x 400mm
-0°C-40°C
-20°C-60°C

Strujni kabl, HDMI, RS-232¢
kratko uputstvo, bezbednosni vodi¢

da

interna

% TW tipicno, 0.5W stand by, 0.3W iskljucen

CE, TUV-Bauart, EAC, RoHS podrska, ErP, WEEE, REACH

G

iznad 0.1%: Olova

968 x 559.5 x 61Tmm
1070 x 696 x 159mm
8.7kg

10.75kg
4948570119493
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All trademarks and registered trademarks acknowledged. E & O E. Specification subject to change without notice. All LCD's comply with 1ISO-9241-
307:2008 in connection with pixel defects.

© IIYAMA CORPORATION. ALL RIGHTS RESERVED
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