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CAPACITIVE TOUCH

Touch tehnologija - Kapacitivna

Ova tehnologija koristi senzornu mrezu mikro finih Zica
integrisanih u staklo koje pokriva ekran. Dodir se
prepoznaje jer se elektrine karakteristike mreZe senzora
menjaju kada se ljudski prst stavi na staklo. Zahvaljujuéi
prekrivanju staklom ova je tehnologija vrlo izdrzljiva, a
funkcija dodira ostaje netaknuta Cak i ako se staklo
ogrebe. Nudi savr$ene performanse slike i radi¢e sa
ljudskim prstom (takode i u rukavicama od lateksa) i
olovkom.

PROLITE TF2215MC-B3
PRELIMINARY

FOAM SEAL 8 MM

Izolacija penastom trakom

Penasta traka (8 mm) oko monitora osigurava
besprekornu integraciju i optimalnu zastitu od prasSine.
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@ KARAKTERISTIKE EKRANA

Dizajn

Dijagonala

Panel

Osnovna rezolucija
Format ekrana
Propusnost svetla
Staticki kontrast

Boja okvra

@ TOUCH

Touch tehnologija
Tacke dodira
Nacin dodira
Interfejs dodira

Podrzani operativni sistemi

@ KONEKTORI / KONTROLE

Ulaz analognog signala

Ulaz digitalnog signala

@ KARAKTERISTIKE

Integrisani softver

Zastita od vode i prasine

@ OPSTE

0SD jezici
Kontrolni tasteri

Korisnicke kontrole

@ UKLJUCENI DODACI

Kablovi
Upustva

Ostalo

@ ODRZIVOST

Otvoreni okvir

21.5", 54.6cm

TN LED

1920 x 1080 (2.1 megapixel Full HD)
16:9

85%

1000:1 sa dodirom

srebrna

SAW
12 (HID, only with supported 0S)
prst
USB

Svi iiyama monitori su Plug & Play kompatibilni sa Windows Linux operativnim
sistemima. Detalje o podrzanom OS-u za modele osetljive na dodir potrazite u
odjeljku za preuzimanje u uputstvima za instalaciju drajvera.

VGA x1

HDMI x1

fihlkghlsjg'fdfdjsfj\P

IP65 (prednja strana)

EN, DE, FR, ES, CN, JP, CZ
Power, Menu, Scroll up/ Brightness, Scroll down/ Contrast, Select

picture adjust (contarst, brightness, overdrive.....), input select, audio adjust
(volume, muet)

Strujni kabl, USB, HDMI
kratko uputstvo, bezbednosni vodi¢

AC adapter, Touch Panel Driver Disk (CD-ROM), L-Bracket,

All trademarks and registered trademarks acknowledged. E & O E. Specification subject to change without notice. All LCD's comply with 1ISO-9241-

307:2008 in connection with pixel defects.
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