filvama MD-WMO001
Zero gap mounting bracket kit for the iiyama LH60 SIGNAGE SERIES (55" & 65")

With the easy and quick fixation system, this wall mount guarantees safe usage in environments like schools and other public
utility buildings. The bracket can be used to install the display in landscape or portrait orientation.

This solution is compatible for the following iilyama models: ProLite LH5560UHS-B1AG, LH6560UHS-B1AG

Type Zero Gap Wall Mount, Landscape & Portrait installation

@ TECHNICAL SPECIFICATION

Colour black
Number of screens 1

Screen size 55" - 65"

Max weight capacity 30kg / monitor
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https://iiyama.com/gl_en/products/prolite-lh5560uhs-b1ag/
https://iiyama.com/gl_en/products/prolite-lh6560uhs-b1ag/
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@ DIMENSIONS / WEIGHT

484 x 96.2 x 14.5mm

Product dimensions Wx H x D

636 x 195 x 247mm

Box dimensions W x H x D

1.2kg

Weight (without box)

1.6kg

Weight (with box)

4948570033324

EAN code
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@ RELATED INFORMATION
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Related products ProLite LH5560UHS-B1AG, ProLite LH6560UHS-B1AG

All trademarks and registered trademarks acknowledged. E & O E. Specification subject to change without notice. All LCD's comply with ISO-9241-
307:2008 in connection with pixel defects.

© IIYAMA CORPORATION. ALL RIGHTS RESERVED
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