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ProLite T1532MSC-B1

The ProLite T1532MSC 15" multi-touch screen is based on projected capacitive technology which thanks to a glass overlay covering the screen guarantees high durability, scratch-resistance and perfect picture performance. The touch function remains unaffected even if the glass is scratched. A solid and steady base supports the TouchScreen with an adjustable stand offering full 90 degree positioning angles. Menu Buttons are located on the side of the screen which can be locked to prevent tampering and includes a handy function to deactivate the TouchScreen for cleaning. In addition the edge-to-edge glass design creates an eye-catching finish with high light transmission guaranteeing perfect picture clarity and brilliant colours. Analogue and DVI inputs are available for flexible connectivity along with USB for the Touch Interface. The multi-touch function is supported only under Windows® 7 and 8.
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						Touch technology - Capacitive

			This technology uses a sensor-grid of micro-fine wires integrated into the glass that covers the screen. Touch is detected because electrical characteristics of the sensor grid change when human finger is placed on the glass. Thanks to the glass overlay this technology is highly durable, and the touch function remains unaffected even if the glass is scratched. It offers perfect picture performance and will work with human finger (also latex gloved) and stylus-pen.
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						IP54

			The IP Code classifies how resistant a device is to foreign objects and moisture. IP54 means that the monitor will operate in dusty conditions, and will resist splashing water.
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						Scratch resistance

			Scratch resistance is essential for touch solutions used in public places and schools. This is achieved thanks to a glass overlay covering the screen. It guarantees high durability of the touch function and even more importantly the touch function remains unaffected even if the glass is scratched.
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						Speakers

			This LED monitor is equipped with two high quality stereo speakers.
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						VESA

			VESA mount compliance means you can easily mount the LFD to any mounting that complies with the VESA standard.

		











			    

			    

		    
		

		
		
		
		
		    
			    
			    
O
 Especificación técnica
			        
        [image: ]

        
			[image: LED]
			[image: Speakers]
			[image: Kensington®-lock prepared]
			[image: DVI-I/DVI-D input connector]
			[image: USB hub]
			[image: VESA mounting]
    







	Mostrar todo
	Ocultar todo








      
  	
	
		
		características de la pantalla

			
      Diagonal
    	
      15";  38cm
    
	
      Relación de aspecto.
    	
      4 : 3
    
	
      Panel
    	
      TN LED
    
	
      Resolucion nativa
    	
      1024 x  768 ( 0.8 megapixel)
    
	
      Brillo
    	
      250 cd/m² típico
    
	
      Brightness
    	
      225 cd/m² con panel táctil
    
	
      Contraste estático
    	
      500 : 1 con panel táctil
    
	
      Tiempo de respuesta
    	
      8ms
    
	
      Viewing zone
    	
      horizontal/vertical: 140°/ 125°; right/left:  70°/ 70°; up/down:  65°/ 60°
    
	
      Color de la pantalla
    	
      16.7 million
    
	
      La tecnología táctil
    	
      projective capacitive, multi touch (2 compatible touch points - supported only under Windows® 7/8), activated by finger
    
	
      Dureza del vidrio
    	
      7H minimum
    
	
      Transmisión de luz
    	
      90%
    
	
      Área de visualización h x w
    	
      228 x  304 mm;  9" x  12"
    
	
      Pixel pitch h x v
    	
      0.297 x  0.297 mm
    
	
      Sincronización horizontal
    	
      31,4 -  60kHz
    
	
      Vertical sync
    	
      56 -  75Hz
    
	
      Sincronización
    	
      Separate Sync
    


			

	
	
        
  	
	
		
		Interfaces / conectores / controladores

			
      Conector de entrada analógica
    	
      VGA
    
	
      Conector de entrada digital
    	
      DVI-D
    
	
      otro
    	
      USB (for touch connectivity)
    


			

	
	
        
  	
	
		
		Caracteristicas

			
      Controles
    	
      On-Screen-Display in 8 languages (DE, EN, ES, FR, IT, JP, Chinese - traditional and simplified) and 5 front controls (Menu, Scroll up/ Brightness, Scroll down/ Mute, Select/ Auto, Power)
    
	
      Altavoces
    	
      2 x  1 W (Stereo)
    
	
      Dispositivo anti-robo
    	
      Kensington-lock™ prepared
    
	
      Regulaciones
    	
      CE, CB, TÜV-Bauart, VCCI, GOST-R, IP54
    
	
      Ángulo de inclinación
    	
      90° up;  5° down
    
	
      VESA mounting 
    	
      100 x  100 mm
    
	
      Color
    	
      Negro
    


			

	
	
        
  	
	
		
		Accesorios

			
      Driver
    	
      multi-touch: Windows7/8 (HID compliant), single-touch: Vista, XP, 9X, 2000, CE, NT4, Linux, Mac (OSX)
    
	
      Accesorios incluidos
    	
      power cable, VGA signal cable, DVI-D signal cable, audio cable, USB cable, Touch Panel Driver Disk (CD-ROM), screw, quick start guide, safety guide
    


			

	
	
              
  	
	
		
		Gestión de energía

			
      Fuente de alimentación
    	
      AC 100 - 240 V, 50 / 60 Hz
    
	
      Unidad de fuente de alimentación
    	
      internal
    
	
      Consumo de energía
    	
      20 W typical; max.  2 W in Power management mode
    
	
      Gestión de energía
    	
      VESA DPMS
    


			

	
	
                    
  	
	
		
		dimensiones / peso

			
      Dimensiones w x h x d
    	
      351 x  306.5 x  202 mm
    
	
      Peso
    	
      4.5 kg
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		¿No está seguro qué monitor elegir?

		Póngase en contacto con ventas de iiyama

		
	

	
		
			¿Cómo contactar con el equipo de ventas de iiyama?

			
				Llámenos al

				escríbanos a sales.es@iiyama.com

				

				o envíe el siguiente formulario
			

			
				
					
						
						
						Compañía
						
						


						
							
								Nombre de pila
								*
							
						


						
							
								Apellido
								*
							
						


					

					

						
							
								Email
								*
							
						


						
							Teléfono
						


					

				

				
					
				


				
				

									
						Se aplica la política de privacidad de iiyama a este formulario y los datos que usted envíe. Asegúrese de leer nuestra política de privacidad para conocer el tratamiento que reciben sus datos personales.
						
							

							He leído y comprendo la política de privacidad de iiyama
							*
						
						
							

							Autorizo a iiyama a conservar y utilizar mis datos personales para el seguimiento de mi solicitud de contacto
							*
							
						
						
							

							Me gustaría recibir noticias y actualizaciones relacionadas con los productos y servicios de iiyama
						
						
						*
						All fields in the form are mandatory.
						
					

						                	            
				
					Enviar
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