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98" 4K UHD Professional Digital Signage 24/7 display (Landscape and Portrait)
featuring Android OS, FailOver and OPS PC slot

The ideal all-in-one solution for environments where performance and reliability are mission critical. The iiyama ProLite
LH9852UHS is a 500cd/m? high brightness professional large format display with a 24/7 operating time. On-board Android 8.0
OS means you can easily customize the display to your needs and install applications directly to it. The embedded option of
Nsign* empowers you to create and schedule a range of content across multiple screens using a powerful cloud-based
solution. The OPS PC Slot provides embedded PC option for total flexibility, security and control, while the FailOver feature
ensures your content is always actively displayed through your choice of inputs.

*Nsign license required — please see our nsign landing page for more information.

Signal FailOver OC Android
FailOver is a feature which automatically detects input Bnarogapa OC Android Bbl MOXeTe flerko HacTpouUTb
sources. When there is no signal on the default input it Aucnnen B COOTBETCTBMM C BalMMK MOTPeBHOCTAMM,
will automatically switch to the next available input. YCTaHOBMB NPUIOXEHWUA NPAMO Ha Hero.

FailOver allows customers to prioritize a number of
inputs (incl. Browser, Media Player and Custom) and
ensures your content is always actively displayed,
assuring active content at all times.
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https://iiyama.com/gl_en/nsign

@ XAPAKTEPUCTUKM OUCINEA

JAunsanH

JuaroHanb

MaHenb

PaspelueHue

CooTHOLIeHWe CTOPOH

fApkocTb

KoHTpacTHOCTb

Bpemsa otknuka (GTG)

Buauman obnactb

Moanepuxa useta

YacToTa ropusoHTanbHoWn pa3BepTkU
Buauman obnactb LU x B

LLiupuHa 6esens CTOPOHLI, BEPX, HU3)
Pa3mep nukcens

LieeT u oTaenka 6esena

Thin bezel

97.5", 247.7cm

IPS, 3atemHenune 1%

3840 x 2160 @600y (8.3 MegaPixels 4K UHD)
16:9

500 cd/m?

1200:1

8mc

ropusoHTans/Beptukans: 178°/178°, npaso/neso: 89°/89°, BBepx/BHU3: 89°/89°
1.07B 8bit+FRC

30 - 83kIy

2159 x 1214mm, 85 x 47.8"

16MMm, 16MMm, 16MMm

0.5622vm

YepHblIi, MAHLEBbIN

@ WHTEP®EMCHI / PASBEMbI / YIIPABJTEHUWE

Bxopn aHanoroBoro curHana

Bxoa undposoro curHana

Ayavo Bxon

YnpaBneHuve

Bbixon uudpposoro curHana

Aynvo Bbixon
YnpasneHue

HDCP
USB ports

@ OYHKLIMM

UHTerpuposaHHoe MO

AnnapaTtHble cpeAcTBa

Extra

MakcumanbHoe (HenepepbiBHOE) Bpems
paboTbi

Anti image retention
Video wall / daisy chain
BocnpousseneHue mynbtumeauna

Kopnyc (6esenb)

@ OCHOBHOE

VGA x1 (DVI-I: VGA + DVI)

DVI x1 (max. 1920x1080 @60Hz)
HDMI x3 (v.2.0, max. 3840x2160 @60Hz)
DisplayPort x1 (v.1.4, max. 3840x2160 @60Hz)

Mini jack x1 (3.5mm)

RS-232c x1 (2.5mm sub-mini jack)
RJ45 (LAN) x1
IR x1 (3.5mm stereo mini)

DisplayPort x1 (max. 3840x2160 @60Hz, MST-out Daisy Chain v.1.2)

RCA (L/R) x1
Konoku 2 x 10BT

RS-232c x1 (2.5mm sub-mini jack)
IR loop through x1 (3.5mm stereo mini)

v.2.2
x2 (v.2.0)

Android OS 8.0 (Full HD), EShare, FailOver

Mpoueccop: MTK96B+MSB6000, CA73*2+A53*2, MamaTe: 3GB DDR4,
Xpanunuue: 32GB eMMC

Cnot ana NK OPS, micro SD card slot
24/7

na
Yes, (MST-output)
na

metal
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A3bIKKM 3KpaHHOro MeHKo
KHonku ynpaBneHusa

HaCTpOﬁKM nonb3oBaTtena

Plug&Play

EN, DE, FR, ES, IT, CN, RU, JP, CZ, NL, PL
Power, Mute, Input, Plus, Minus, Up, Down, Menu

picture (brightness, contrast, sharpness, black level, tint, color, noise reduction,
gamma selection, color temperature, color control, smart power, over scan, picture
reset), screen (H. position, V. position, clock, clock phase, zoom mode, custom
zoom, auto adjust, screen reset), Audio (balance, treble, bass, volume, audio out,
maximum volume, minimum volume, mute, audio source, audio reset, audio out
sync, speaker setting), configuration 1 (switch on state, panel saving, RS232-
routing, boot on source, WOL, configuration 1 reset, factory reset), Configuration 2
(OSD turn off, OSD H-Position, OSD V-position, rotation, information OSD, logo,
monitor ID, heat status, monitor information, DP version, HDMI version,
configuration 2 reset), advanced option (IR control, power LED light, keyboard
control, tiling, off timer, schedule, HDMI with one wire, HDMI with one wire power
off, FailOver, language, OSD transparency, power save, SDM settings, advanced
option reset), Android settings (network, signage display, apps, display, security,
date & time, developer options, about)

DDC2B

@ MEXAHHUYECKUWE XAPAKTEPUCTHUKHU

OpwueHTauua

Kpennexue VESA

Iunana3oH pabounx Temneparyp
Jnana3oH TemnepaTtyp XpaHeHUsA

MTBF

@ 6.AKCECCYAPbI

Kabenwu
Pyuosoncnaa nonb3oBartenfa
Mpouee

Mynbt AY

@ POWER-MANAGEMENT

Bnok nutaHua
Mutanue

MoTpebnsaeman MOWHOCTb

@ CTAHOAPTHI

CepTuduKaTbl

@ PA3MEP / BEC

Pasmep npoayktalUx B x I
Pa3smep Kopo6ku LI x B x T
Bec (6e3 ynakoBKu)

EAN koa

nanawadT, nopTpet
800 x 400mm

0°C - 40°C

-20°C - 60°C

50.000 yacos (Br/IO4aA NOACBETKY)

Mutanne, HDMI, RS-232¢
Kpatkoe pykoBoACTBO Mo Hauyany paboTbl, PykoBoACTBO No 6€30nacHOCTH
Stickers for screw holes

fa (6atapeinkn B KOMMEKTe)

BHYTPEHHUI
AC 100 - 240V, 50/60Iy

347W ctangapT, 0.5W oxunaanune, 0.5W oTkoueHo

CB, CE, TUV-Bauart, EAC, RoHS support, ErP, WEEE, REACH

2193 x 1248 x 108.5Mm
2340 x 1692 x 301mm
91.4kr

4948570120734
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PROLITE LH9852UHS-B3
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Bce ToBapHble 3Hak1 U T OProBble MapKu AB/AI0 T CA COBC T BEHHOC T b0 MX BAEAEbLEB M OHM 3alynLLeHbl. OLLUMGKK N M3MEHEHWS AOMYCKato T CH.
Crieynukaymm Mory T Obl Tb M3MEHEHbI 6e3 yBegomneHns. Bce LCD MoHu T opbl COOTBE TCTBYIO T ¢ Tanaap Ty 1ISO-9241-307:2008 no nonu Tuke
6U T bIX MTMKCEJIOB.
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