ﬁyama UC SPKO1M

UNIFIED COMMUNICATIONS

— BILGILER

Toplanti odalari icin Bluetooth
Hoparlor

Akillr girdiltt azaltma ve yanki giderme algoritmalari ile 3
metreye kadar ¢ok yonlii ses alma, UC SPKO1M'yi orta
Olcekli toplanti odalari icin mikemmel bir se¢im haline
getirir. Bluetooth, bir USB kablosu veya bir ses kablosu
araciliiyla sorunsuz baglantiyi garanti eden bu zarif
hoparlér, ayni anda 3 cihaza kadar eglestirilebilir.
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—— OZELLIKLER

Voice + Noise HD Voice

WA
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—— OZELLIKLER

@ HOPARLOR

Maximum sound
pressure level

Distortion
Signal to noise ratio

Frequency range

@ MIKROFON

Number of
microphone arrays

Voice pickup range

Frequency range

85dB

=1%
75dB

150Hz ~ 16kHz

x3

3m (radius)

150Hz ~ 7.5kHz

@ CONNECTIVITY & BUTTON OPERATIONS

USB Type C
AUX
Bluetooth

Buttons

x1 (Audio In/Out, Charge 5V/2A)
x1 (In/Out, 3.5mm)
4.2+EDR

Gug, Ses, Blutooth, Sessize Alma, Cevaplama/Kapatma

@ AKSESUARLAR VE BATARYA

Battery capacity

Battery life on a
single charge

7.4V/2200mAh

8 hours

@ OLCULER / AGIRLIK

Agirlik (kutu harig)

EAN kodu

@ iLGILi BILGI

ilgili Griinler

0.39%g

4948570033034

uc CAM120ULB-1, UC CAM120UL-1, UC CAM180UM-1, UC CAM80UM-1, UC

CAM75FS-1, UC SPKO1L
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—— GALERI

All trademarks and registered trademarks acknowledged. E & O E. Specification subject to change without notice. All LCD's comply with ISO-
9241-307:2008 in connection with pixel defects. © IYAMA CORPORATION. ALL RIGHTS RESERVED
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