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IPS Flicker free
IPS ekranlar, en iyi genis gorintileme agilar ve dogal, Monitoriin parlakligini elektrik akimiyla kontrol etmek,
son derece dogru renkler ile bilinir. Ozellikle renk ekran titremesini ortadan kaldirmamizi saglar. Kendiniz
acisindan kritik uygulamalar igin uygundurlar. kolayca test edebilirsiniz - akilli telefonunuzun

kamerasiyla ekrana bakmaniz yeterlidir. Gozleriniz
yorulmayacak.
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@ EKRAN OZELLIKLERI

Diagonal
Diyagonal

Panel

Coziinirliik

En boy orani

Panel parlaklig
Statik kontrast
Gelismis kontrast
Tepki siiresi (GTG)
Goriintiileme Alani
Renk destegi
Yatay Sync
Goriintiilenebilir alan G x Y

Piksel araligi

21.5", 54.6cm

54.6cm

IPS, matte finish

1920 x 1080 @75Hz (HDMI & DisplayPort, 2.1 megapixel Full HD)
16:9

250 cd/m?

1000:1

80M:1

4ms

yatay/dikey: 178°/178°, sag/sol: 89°/89°, yukari/asag:: 89°/89°
(SRGB: 99%; NTSC: 72%)

30 - 85kHz

476 x 268mm, 18.7 x 10.5"

0.248mm

@ ARAYUZLER / BAGLANTILAR / KONTROLLER

Sinyal girisi

HDCP

Kulakhk konektorii

@ OZELLIKLER

Mavi i1s1k azaltici
Flickersiz
Ekstra

Kontrol diigmeleri

Kullanici kontrolleri

Hoparlor

@ MEKANIK

Egim agisi
Caligma sicakligr arahgi (-°/+°)

Depolama sicakhgi araligi

@ PAKET IGERIGINDEKiI AKSESUARLAR

Kablolar

@ GUC YONETIMI

Gii¢ kaynagi

VGA x1 (1920 x1080 @ 60Hz)
HDMI x1 (1920 x1080 @ 75Hz)
DisplayPort x1 (1920 x1080 @ 75Hz)

evet

evet

evet
evet
i-Style Colour

Power, Menu/ Select, Scroll up/ Volume, Scroll down/ ECO, Exit / i-Style colour,
Input Select

auto adjust, picture adjust (brightness, contrast, ECO, Blue Light Reducer, ACR,
0D), geometry (H. position, V. position, pixel clock, phase), colour settings (colour
temp., user preset, i-Style colour), OSD (H.position, V. position, rotate, OSD time),
language, recall, miscellaneous (sharp and soft, video mode adjust, opening logo,
display information), input select, audio (volume, mute, audio input)

2x1W

22° yukari; 5° asagi
-5°C-35°C
-20°C-60°C

gli¢, HDMI

AC 100 - 240V, 50/60Hz
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Gii¢ kullanimi T19W tipik, 0.5W stand by, 0.5W off mode
@ SURDURULEBILIRLIK
Yonetmelikler TCO Certified, ,,,,,,,,,

@ OLGULER / AGIRLIK

Uriin boyutlari G x Y x D 504.5 x 383 x 187mm
Kutu boyutlari G x Y x D 633 x 139 x 420mm
Agirlik (kutu harig) 3.1kg

EAN kodu 4948570118724
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All trademarks and registered trademarks acknowledged. E & O E. Specification subject to change without notice. All LCD's comply with 1ISO-9241-
307:2008 in connection with pixel defects.

© IIYAMA CORPORATION. ALL RIGHTS RESERVED
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