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32" Full HD Professional Digital Signage 24/7 display featuring Android OS and FailOver

Choose non-stop high performance and reliability with the ideal all-in-one signage solution for mission critical environments.
The LH3254HS from iiyama is a 500cd/m? high brightness professional large format display and can be operated in landscape
or portrait orientation in continual around the clock environments 24/7 without any interruption. lts versatility can be adapted
to your industry’'s display needs. On-board Android OS means you can customize the display to your needs and install
applications directly to it.

The on-board CMS (Content Management Software) gives you total control of your messaging and advertising remotely and
safely. The Signal FailOver feature ensures your content is always actively displayed through your choice of inputs. WiFi
enabled, this series is ready for remote content delivery using your network or you can choose to utilise LAN control.

With the EShare app you bring effortless ideation and efficient collaboration in your enterprise or school. You can start sharing
wirelessly easier than ever before.

iiSignage*

OC Android iiSignage?
Bnarogaps OC Android Bbl MOXeTe f1erk0 HacTpoUTb iiSignage? is our digital signage content management
aucnnein B COOTBETCTBMM C BalUMMWU NOTPEGHOCTSIMM, platform to easily show and control your content and to
YCTaHOBWB MPUIOXEHMUSI NPSIMO Ha HEro. manage your displays in a secure way. The Content

Management System (CMS) gives you total control of
your messaging and advertising remotely and safely.
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https://iiyama.com/gl_en/eshare

@ XAPAKTEPUCTUKW OUCTINEA

Au3aiiH

JAwnaroHanb

MaHenb

PaspelueHue
COOTHOLLEHNE CTOPOH
fipkocTb
KoHTpacTHoCTb

Bpems oTknuka (GTG)
Bugumas o6nacTtb
Moppepxkka uBeTa
YacToTa ropusoHTa/IbHOI pa3BepTKU
Bupgumas o6nactb LU x B
Pa3mep nukcens

LiBeT U oTAenka 6esens

Thin bezel

31.5", 80cm

IPS, AG coated glass, MaToBbIl, 3aTeMHeHNe 25%
1920 x 1080 @60ry (2.1 Megapixels Full HD)
16:9

500 cd/m?

1200:1

8mc

ropusoHTanb/BepTukanb: 178°/178°, npaBo/neso: 89°/89°, BBepx/BHN3: 89°/89°
16.7mln 8bit (NTSC 72%)

28 - 160kIy

698.4 x 392.85MMm, 27.5 x 15.5"

0.364MMm

YepHbIW, MaTOBbIN

@ WHTEP®ENCHI / PASBEMbI / YITPABNEHME

Bxon aHanoroBoro curHana

Bxoa uudposoro curHana

Aypmo Bxop

YnpaBneHue

Bbixog uudposoro curHana

Ayauo Bbixop
YnpaeneHue

HDCP

USB ports

@ OYHKLIMK

WUHTerpuposaHHoe MO
WiFi

AnnapaTHble cpefcTBa
Extra

MakcumarnbHoe (HenepepbiBHOE) BpeMsi
pa6oTbi

Anti image retention
Video wall / daisy chain
BocnpouseepeHue Mynbtumeama

Kopnyc (6e3enb)

@ OCHOBHOE

f3bIKM 3KpaHHOro MeHI0

VGA x1 (DVI-I: VGA+DVI)

DVI x1 (max. 1920x1080 @60Hz)
HDMI x3 (v.2.0, max. 1920x1080 @60Hz)
DisplayPort x1 (v.1.4, max. 1920x1080 @60Hz)

Mini jack x1 (3.5mm)

RS-232¢ x1 (2.5mm sub-mini jack)
RJ45 (LAN) x1
IR x1 (3.5mm stereo mini)

DisplayPort x1 (max. 3840x2160 @60Hz, MST-out Daisy Chain v.1.2)

Mini jack x1
KonoHku 2 x 10BT

RS-232c¢ x1 (2.5mm sub-mini jack)
IR loop through x1 (3.5mm stereo mini)

v.2.2
X2 (v.2.0)

Android 11 0S, iiSignage?2, FailOver, EShare

na (Built-in, 802.11ac)

CPU: A73*4+A53*4, GPU: G52 MP8, RAM: 4GB, ROM: 32GB
micro SD card slot

24/7

aa
Yes, (MST-output)
na

metal (front)

EN, DE, FR, ES, IT, CN, RU, JP, CZ, NL, PL, SV, FI, DA, NB
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KHonku ynpaeneHua

HacTpoliku nonb3oBarens

Plug&Play

Power, Mute, Input, Plus, Minus, Up, Down, Menu

picture (brightness, contrast, sharpness, black level, tint, colour, noise reduction,
gamma selection, colour temperature, colour control, over scan, picture reset),
screen (H. position, V. position, clock, clock phase, zoom mode, custom zoom,
auto adjust, screen reset), Audio (balance, treble, bass, volume, audio out,
maximum volume, minimum volume, mute, audio source, audio reset, audio out
sync, speaker setting), configuration 1 (switch on state, panel saving, RS232-
routing, boot on source, WOL, configuration 1 reset, factory reset), Configuration 2
(OSD timeout, OSD H-Position, OSD V-position, rotation, information OSD, logo and
animation logo setting, animation setting, monitor ID, group ID, monitor
information, DP version, DP monitors, HDMI version, configuration 2 reset),
advanced option (IR control, power LED light, keyboard control, tiling, off timer,
schedule, HDMI with one wire, HDMI with one wire power off, FailOver, language,
0SD transparency, power saving, advanced option reset), Android settings
(network & internet, apps & notifications, display, signage display, security,
language & input, date & time, about device)

DDC2B

@ MEXAHUYECKWE XAPAKTEPUCTUNKN

OpueHTauua
Be3BeHTUNATOPHbDIN AU3aliH
Kpennenue VESA

[unana3oH pa6ouux Temneparyp
[inanasoH TeMnepaTyp XpaHeHus

MTBF

@ 6.AKCECCYAPBI

Ka6enu
PykoBoacTBa nonb3oBaTtens
Mpoyee

Mynbt AY

@ POWER-MANAGEMENT

Bnok nutaHusa
Mutanune

MoTpebnsiemas MolWHOCTb

@ CTAHOAPTDI

CepTtudukartbl

@ PA3SMEP / BEC

Pa3smep npoaykta lll x B x T
Pasmep kopobku LU x B x I
Bec (6e3 ynakoBku)

Bec (c ynakoBKoit)

EAN kop,

nanawadT, nopTpet
na

200 x 200mm
0°C-40°C
-20°C-60°C

50.000 yacoB (Bk/toYasi NOACBETKY)

MutaHue, HDMI, RS-232¢
KpaTkoe pyKoBOACTBO Mo Hayany paboTbl, PyKOBOACTBO Mo 6e30nacHoOCTH
Stickers for screw holes, wire buckles

[a (6aTapeiku B KOMMNIEKTE)

BHYTPEHHUI
AC 100 - 240V, 50/60ry,

67W ctaHgapt, 0.5W oxunpaHue, 0.3W oTko4eHO

CB, CE, TUV-Bauart, EAC, RoHS support, ErP, WEEE, REACH

733 x 427.5 x 66.5MM
823 x 545 x 132mm
5.4kr

8.1kr
4948570120963
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Bce ToBapHble 3HaK1 U TOProBble Mapku IBASIKOTCS COGCTBEHHOCTbIO UX BIaAEbLEB U OHY 3alymLLeHbl. OLUMGKU N M3MEHEHUS [OMYCKatTCS.
Crieuyngukaumm MoryT 6biTb U3MEHeHbI 6e3 yBegoMeHus. Bce LCD MoHUTOPbI cOOTBETCTBYHOT cTaHAapTy 1SO-9241-307:2008 ro nonmTuke 6utbix
MUKCenos.
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